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ABSTRACT

Over the last decade fire managers in Banff National
Park have embarked on a comprehensive fuels man-
agement program of which one aspect has been fuel
reduction treatments near structures or facilities (e.g.,
homes, campground, hotels). These treatments in-
cluded the reduction of dead and down woody surface
material (e.g., logs, branches, twigs), removal of co-
niferous understory trees, pruning, and overstory thin-
ning. Detailed measurements of all flammable mate-
rial above mineral soil were made at four plots within
the treated areas and four plots in stands immediately
adjacent to thetreatments. Thefuel treatmentsresulted
in a 3-, 4-, and 6-fold decrease in crown bulk density,
stand density, and dead and down woody material, re-
spectively. The change in surface fuel loading caused
a50% reduction in the potential surface fire intensity.
Based on Van Wagner's theories, the likelihood of
crown fireinitiation was significantly reduced and the
rate of spread required to sustain continuous crown-
ing rose amost 4 times.

INTRODUCTION

Within Canada the practice of fuels management is
becoming increasingly important as fire and resource
managers seek proactive ways to reduce the threat of
wildfireto people, property, and natural resources. Of
the three variables that determine forest fire behavior
(i.e., fuels, weather, and topography), altering the for-
est fuelsis the only way to influence the fire behavior
potential of astand or area. Fuels management isfor-
mally defined as the planned manipulation of forest
vegetation to decrease the intensity and rate of spread
of awildfire (Merrill and Alexander 1987). The need
for fuels management is based on the realization that
although fire suppression is effective in the vast ma-

jority of wildfire situations (e.g., 90-95% of the time),
it is neither physically nor economically possible to
control all wildfires.

Pyne et al. (1996) identifies three types of fuels man-
agement: fuel reduction, fuel conversion, and fuel iso-
lation. This study focuses specifically on fuel reduc-
tion, which consists of actions taken to decrease the
total amount of fuel in a given area. Fuel reduction
procedures can also changethefuel arrangement within
a stand which may further ater forest fire behavior
potential. Fuel reduction can include the removal of
dead and down woody material (e.g., logs, branches,
twigs), removal of ladder fuels (e.g., understory conif-
erous trees and low branches on trees), and thinning
of the overstory. These actions reduce the likelihood
that a stand will support the initiation and spread of
high intensity crown fires that are difficult to control.

Fuels management has been practiced for centuries.
In North America, aboriginal peoples used planned
fires to manage their surroundings for ecological and
protective purposes (Lewis 1982). In parts of Europe,
grazing and the extensive collection of forest fuelshave
almost completely eliminated fire from many forested
areas. In the United States formal fuels management
programs have existed since the 1930s, and there are
currently many localized projects being conducted in
high value areas (Pyne et al. 1996). Fuels manage-
ment has also become a very significant part of the
land management and fire management practices in
Australiain both wildland-urban interface areasaswell
as valuable plantations (Foster 1976).

Although many operational fuels management projects
are being conducted there have been only a few stud-
ies that have attempted to evaluate the impact of such
treatments on the fuel complex (e.g., Benson 1982,
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Wakimoto et al. 1988, Kalabokidis and Omi 1998).
The purpose of this study was to measure the change
in fuel loading and stand structure resulting from fuel
reduction activities in lodgepole pine stands within
Banff National Park and estimate the impact of these
treatments on forest fire behavior potential.

METHODS
Sudy Area and Treatments

The Town of Banff (latitude: 51.18°N, longitude:
115.57°W, elevation: 1397 m) iswithin Banff National
Park which islocated at the eastern edge of the Cana-
dian Rocky Mountains. Between 1988 and 1998 sev-
eral fuel reduction projects were conducted in and
around the Town of Banff as part of a comprehensive
fuels management strategy for the area (Hirsch and
Pengelly 1998). Two of these sites, one at the Tunnel
Mountain campground and one at the Two Jack Lake
campground, were selected for this study because they
are representative of the lodgepole pine/buffaloberry
(Pinus contorta var. latifolia/Sherperdia canadensis)
forest that is commonly found in the valley floor
benchlands and extensively effected by fire (Holland
and Coen 1982).

A total of 54 ha were treated at the two sites between
1988 and 1993. Treatmentsinvolved hand falling with
chainsaws and tree-length line skidding to a landing
for limbing and bucking. Surface fuelswere piled and
burned during the winter.

M easurements

Detailed measurementsof all flammablematerial above
mineral soil were made at atotal of 8 plots. Four plots
were in the treated stands (Figure 1) and four were
located immediately adjacent to the treatment areasin
stands representative of the pre-treatment forest (Fig-
ure 2). Genera locations for the plots were recom-
mended by Parks Canada staff to ensure adequate cov-
erage of the range of conditions of the treatment area
and the pre-treatment vegetation. The specific loca-
tion of each plot and the orientation of the initial
transect wererandomly selected. Datacollection tech-
nigueswere similar to those used by White (1985) who
conducted an extensive fuel loading study of various
ecositesintheentire park. Each plot consisted of three
30-m transects (Figure 3) arranged as an equilateral
triangle. The slope of each transect was measured and
photosweretaken of theinitial line. Six specific types
of fuels measurements were made at each plot.

Dead and Down Woody Fuels — Dead and down fuels
were sampled using the line intersect method (Van
Wagner 1982) following the layout describedin McRae
et al. (1979). Fuel loads were calculated using the
constants derived by Delisle and Woodard (1988).

Duff and Litter Fuels — Square (30 by 30 cm or 0.09
m?) duff and litter sub-plots were located 1m outside
of the plot perpendicular to the 5 m point on each
transect. Litter consisted of needles, leaves, and very
small twigs; it did not include grass or other herba
ceous material, which was measured separately. Duff
comprised the fermentation (F) and humus (H) layers
of decomposed organic materials present above min-
era soil. Litter and duff depths were measured at the
Four Corners of the sub-plot. Thelitter and each 2-cm
layer of duff was collected and oven-dried at 105 °C
for 24 hours to determine their oven-dry weight. The
bulk density (kg/mq) for the litter and an overall bulk
density for the duff were determined by dividing the
oven-dry weight by the average depth of thefuel. Bulk
densities were also calculated for each 2-cm layer of
the duff. Additional measurements of duff and litter
depths were made adjacent to the 25-m point on each
side of the transect.

Herbaceous Fuels — Herbaceous fuels were measured
in 1 by 1 m sub-plots located 1 m outside of the plot
adjacent to the 10-m and 20-m transect points. Per-
cent cover for three classes of herbaceous material (i.e.,
grass, bearberry (Arctostaphlos uva-ursi), and other
herbs) were visually estimated. At the 10-m transect
point, each category of herb was clipped and bagged.
Material was oven-dried and used to calculate herba-
ceous fuel loading.

Shrub and Understory Coniferous Fuels — Shrubs and
conifers less than 3 m in size were measured using
circular, 1.5-m radius sub-plots located at the 15-m
point of each transect line. Shrub condition (live or
dead), species, and basal diameter classwere measured
for each stem in the plot. An average height and the
percent cover (live) by specieswasalso estimated. Spe-
cies, condition, basal diameter, and height for each
understory conifer were also measured. Shrub and un-
derstory conifer fuel loadings were calculated using
regression functionsfound in Brown (1976) and Delisle
(1986).

Overstory Fuels — Overstory fuels were measured us-
ing a 25 by 4 m (.01 ha) transect located in a random
direction beginning at the origin of the triangular plot.
For each tree in the transect the following information
was recorded: species, condition (live or dead), diam-
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eter at breast height (DBH), height, height to live
crown, height to dead crown, and maximum live crown
width (all heights measured to within 0.5 m). These
data were used to determine stand density, average
crown bulk density, and an estimate of crown closure.
Crown bulk density of the stand (kg/m®) was calcu-
lated using average height of the live crown (m) and
thetotal weight of thefoliagefor all treesinthetransect
(Van Wagner 1977). Crown fuel weights (kg/m?) were
obtained for individual trees using biomass regression

Figure 2. Photograph of afuel reduction treatment area at the Tunnel M ountain campground near thetown
of Banff.

equations from Johnson et al. (1990) and Brown
(1978).
RESULTSAND DISCUSSION

Table 1 provides a summary of the stand structure and
fuel loading characteristicsfor thetreated and untreated
plots. The datashowsthat on average the treated plots
had:

o A four-fold reduction in stand density.
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Figure 3. Measur ements made on each side the triangular sampling

o A three-fold drop in crown bulk density.

o A six-fold decrease in dead and down fuel loading
for both the fine fuels (< 7 cm in diameter) and the
coarse fuels (> 7 cm in diameter).

e A minor reduction in duff and litter depth.

e A risein grass loading and percent cover (although
the grass load remains a relatively small proportion
of the total surface fuel load).

e Anincrease in average DBH due to the removal of
smaller trees.

There was very little change in the average values for
tree height, height to live crown, crown width, herba-
ceous loading, and shrub and conifer understory |oad-

ing.

Thelevel of changein thefuel loading and stand struc-
turewill have adirect impact on thelikelihood of crown
fire initiation and spread. According to Van Wagner
(1977) crown fire initiation is dependent upon three
factors: surface fire intensity, live crown base height
(LCBH), and foliar moisture content (FMC). Assum-
ing al other factors remain constant, the reduction in
the surface fuel loading in the treated stands would
cause adecreasein the surfacefireintensity and thereby
lower the chance of crown fireinitiation. For example,
if it is assumed that all the understory conifer, herba-
ceous materials, dead and down fuel less than 3 cm,
and the litter' are consumed in the flaming zone of a
head fire this would mean that the total amount of fuel
consumed would change from 0.85 kg/m? in the un-
treated areas to 0.41 kg/m? in the treated stands. En-
tering these values into Byram's (1959) fire intensity
equation, and assuming 18,000 kJkg as the low heat

of combustion and a head fire rate of spread of 10 m/
min, the surface head fireintensity would decreasefrom
2550 kW/m to 1230 kW/m. The former would be a
high intensity surface fire that could initiate crowning
in trees with a live crown base height of 6m or less’.
The latter would be a low to moderate intensity sur-
face fire and the live crown base height would haveto
be 3.5 m or less for crowning to occur. Although not
modelled here, the remova of the coniferous under-
story would also increase the gap between the surface
fuelsand crown fuelsmaking crown fireinitiation more
difficult. Conversely, the reduction in stand density
may allow greater wind penetration into the stand
which could increase surface spread rates.

With respect to sustaining the spread of a continuous
(or active) crown fire, Van Wagner (1977) theorized it
isdependent upon two inversely related factors. crown
bulk density (CBD) and rate of spread. He suggests
that for a given CBD there is a critical minimum rate
of spread (R ) that must be exceeded in order to main-
tain acontinuousflamefront. Alternatively, for agiven
rate of spread there exists a critical minimum crown
bulk density below which continuous crowning could
not be sustained. Therefore, thinning the overstory
will reduce the CBD, which means a higher rate of
spread is required to sustain crowning. Higher spread
rateswill require more extremeweather conditionsthat
occur less frequently, so thinning will in effect reduce
the likelihood that the treated stands will sustain ac-
tive crowning. Based on Van Wagner's (1977) equa
tion®and using only foliage to calculate CBD, the un-
treated sites yield an R of 11.5 m/min while in the
treated standsaR  of 43 m/min is necessary to sustain
continuous crowning. Combining these results with
historical fire weather/danger frequency data would
allow afurther quantification and analysis of the change
in the likelihood of sustaining active crowning.
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Fe ature Unireated stand = Treaked stands
Stand dens ty (stem sdha) AE25* a50"
Tree hueight () 142 1473
D s eter at breast hoed gat (oo 145 19 8
Height to live crown bass (m) T 7.5
Crozn width(m) 27 3.0
Crown bulk dens ty (kgdm
Foliage 0.2 o.ov
Foliage andtwigs < lom 0.22 0.2%
Understory conifer biom ass tkg'm™) 0.11 0.0z
Shrukf kiomass (kgin D 0.42 068
Herbaceous biom ass(kgim™ and Cover
Grass 0.02 (199%0 0.0F (47 %0
B earberry 0.02 (13% 0.01 13%
Other heths “0.01 (4% <0.01 3%
Diead and down fuel loading (kgfm™)
Fues <3 cm diameta 0.1a 0.0
Fues 3—T cm diam e er 0 =@ 0.1a
Fues =7 cm diameter 1.17 0.21
Litter
Eulk density (kgm® ZED 40 64
Depth (o) 1.4 0.5
Daff
Eulk density (kgim™) 1618 123 .8
Depth (o) 5.4 4.1

Table 1. Average fuel loading and stand structure measurements for the treated and untreated stands.

2 69% were lodgepole pine and 31% were white spruce.

b 920 were lodgepol e pine, 4% were white spruce and 4% were Douglas-fir.
¢ Dominant shrubs were buffaloberry, wild rose (Rosa acicularis), ader (Alnus spp.), and common juniper

(Juniperus communis L.).

SUMMARY

Thefuel reduction projects conducted in Banff National
Park significantly altered the fire behavior potential of
the treated stands. On average, there was over a 6-
fold decrease in the dead and down and understory
coniferous fuel loading between the treated and un-
treated areas as well as a 3-fold reduction in crown
bulk density. As aresult of these and other less sig-
nificant changes in the fuel loading and stand struc-
ture, crown fire initiation will be more difficult and
the rate of spread needed to sustain crowning will be
considerably higher in the treated stands.

ACKNOWLEDGEMENTS

The assistance of Canadian Forest Service staff (Rob
Buck, Peter Englefield, Brian Mottus, and Chris
Stefner), Brian Low (Parks Canada) and the members
of the Banff initial attack crew was greatly appreci-
ated. Thanks are also extended to Brad Hawkes and
Mike Wotton for their helpful review comments.

REFERENCES

Alexander, M. E. (1988). Help with making crown
fire hazard assessments. In: Protecting people and
homes from wildfire in the Interior West, GTR-251,
U. S. For. Serv., Intermountain Research Stn., Ogden,
UT. pp. 147-156.

Benson, R. E. 1982. Management consequences of
alternative harvesting and residue treatment practices
—lodgepole pine. Gen. Tech. Rep. INT-132, U. S. For.
Serv., Intermount. For. Range Exp. Stn., Ogden, UT.

! Litter fuel loading was obtained by multiplying the
litter’s average bulk density by its mean depth.

2 The critical surface fire intensity needed to initiate
crowning equals [0.01* LCBH* (460+(26* FMC))]*®
(Van Wagner 1977, Alexander 1988). This exampleis
based on a FMC of 100%.



6 The Joint Fire Science Conference and Workshop

Brown, J. K. (1976). Estimating shrub biomass from
basal stem diameters. Can. J. For. Res.6:153-158.

Brown, J. K. (1978). Weight and density of crowns of
Rocky Mountain conifers. Res. Pap. INT-197, U. S.
For. Serv., Intermount. For. Range Exp.Stn., Ogden,
UT. 56 p.

Byram, G. M. (1959). Combustion of forest fuels. In:
Forest Fire: Control and Use. K. P. Davis (editor).
McGraw-Hill, New York. Chapter 3.

Delisle, G.P. (1986). Physical components and biom-
ass regression equations required for fuel quantifica-
tion of forest stands in Jasper National Park, Alberta.
M.Sc. Thesis, University of Alberta, Edmonton, AB.
90 p.

Delisle, G. P; Woodard, P. M. (1988). Constants for
calculating fuel loads in Alberta. For. Manage. Note
45, Can. For. Serv., North. For. Cent., Edmonton, AB.
3p.

Foster, T. 1976. Bush fire: history, prevention and
control. A. H. & A. W. Reed, Sydney, Australia.

Hirsch, K.; Pengelly, 1. (1998). Forest fuels manage-
ment in theory and practice. In: Proceedings Stand
Density Management: Planning and Implementation,
Alberta Environ. Prot., Edmonton, AB. pp. 112-116.

Holland, W. D.; Coen, G. M. (editors). (1982). Eco-
logical land classification of Banff and Jasper National
Parks. Publ. M-83-2, Alberta Institute of Pedology,
Edmonton, AB. 3 volumes.

Johnson, A. F; Woodard, P. M.; Titus, S. J. 1990.
L odgepole pine and white spruce crown fuel weights
predicted from diameter at breast height. Forestry
Chronicle 66(6): 596-599.

Kalabokidis, K. D.; Omi, P. N. 1998. Reduction of
fire hazard through thinning/residue disposal in the
urbaninterface. International Journal of Wildland Fire
8(1): 29-35.

Lewis, H. T. 1982. Firetechnology and resource man-
agement in aboriginal North America and Australia.
In: Resource Managers. North American and Austra-

3R, = 3.0/CBD.

lian Hunter-Gathers, American Association Advanced
Science, Washington, D. C. AAAS Selected Sympo-
sium 67, pp. 45-55.

McRag, D. J.; Alexander, M. E.; Stocks, B. J. (1979).
Measurement and description of fuels and fire behav-
ior on prescribed burns: a handbook. Inf. Rep. O-X-
287, Can. For. Serv., Great Lakes For. Cent., Sault Ste.
Marie, ON. 44 p.

Merrill, D. F; Alexander, M. E. (editors). 1987. Glos-
sary of forest fire management terms. 4™ edition. Publ.
NRCC No. 26516, National Research Council of
Canada, Canadian Committee on Forest Fire Manage-
ment, Ottawa, ON. 91 p.

Pyne, S. J;; Andrews, P. L.; Laven, R. D. 1996. An
Introduction to Wildland Fire (second edition). John
Wiley and Sons. New York.

Van Wagner, C. E. 1977. Conditions for the start and
spread of crown fire. Can. J. For. Res.7: 23-34.

Van Wagner, C. E. 1982. Practical aspects of theline
intersect method. Inf. Rep. PI-X-12. Can. For. Serv.,
Petawawa Natl. For. Inst., Chalk River, ON.

Wakimoto, R. H.; Pfister, R. D; Kalabokidis, K. D.
1988. Evaluation of aternative fire hazard reduction
techniques in high-hazard, high-value, and high-use
forests. In: Proceedings Future Forests of the Moun-
tain West: A Stand Culture Symposium., Gen. Tech.
Rep. INT-243, U. S. For. Serv., Intermount. Res. Stn.,
Ogden, UT. pp. 401-402.

White, C. A. 1985. Fire and biomass in Banff Na-
tional Park closed forests. M. Sc. Thesis, Colorado
State University, Fort Callins, CO.



